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Objective 
The norm defines the single working trials and their sequence for the electrophoretic painting of pieces 
in steel as the control of the painting same. 
 
Field of employment 
This norm is valid for the electrophoretic painting KTL.  
 
 Technical procedure Electrophoresis KTL 
 Temperature 50 °C  Alcaline pre-degreasing  Checking 2x day 

120 sec.  (deeping)   
 

Temperature 50 °C  Alcaline degreasing  Checking 2x day 
120 sec.  (jet)   

 
  Rinse with process water   
  (recirculation)   

   Rinse with freshwater  
(jet) 

  
 

  Rinse 45 sec. (recirculation)   
 

Temperature 50 °C  phosphatizing  Checking 2x day 
120 sec.  (iron phosphating)  automatic dosage 

   Rinse with process water   
  (recirculation)   

 
  Rinse with water V-E   
  (recirculation)   

 
  Rinse with water  

350 liters/h 
  

   Blowing  30 sec.   
   Electrophoretic 

painting 
black 

Epoxy resins KTL 

  

   Dipping painting 
exposure 120 sec. 

  
 

  Rinse with ultrafiltrate 1   
 

  Rinse with ultrafiltrate 2   
   Rinse with pure ultrafiltrate 

300 liters/h 
  

 
  Blowing   

   Baking 170-190 °C 
15 min. (item temperature) 

  
 

   Final check   
    

   Packing   
    

 
 

 Forwarding   
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